
 

 

  

Propeller system Type HVP – Propeller for C. P. Gearbox (Type HVP – Vripropellanlegg for HVP gear) 
Ortho view: Base view: 

 
 
 

 
 
 

 
 

 

 
 

Part number 
(Delenummer) 

Øshaft 

[mm] 
L 

[mm] 
L1 

[mm] 
L2 

[mm] 
X1 

[type/spec.] 
Nblades 

[number] 

40HVP ø 40   212  3 - 4 

45HVP ø 45   212  3 - 4 

50HVP ø 50   286  3 - 4 

60HVP ø 60   305  3 - 4 

70HVP ø 70   398  3 - 4 

80HVP ø 80   455  3 - 4 

90HVP ø 90   455  3 - 4 

100HVP ø 100   460  3 - 4 

110HVP ø 110     3 - 4 

120HVP ø 120     3 - 4 

130HVP ø 130     3 – 4 

q Technical information:  
C. P.- Controllable Pitch. (Vribar.) 
L - Length of propeller system included shaft (Total lengde propellanlegg inkludert propellaksel.) 
L1 - Length from propeller hub to end of shaft (Lengde fra propellboss til ende aksling.) 
L2 - Propeller hub length (Lengde propellboss.) 
X1 - Type/Specification of C.P. gearbox (C.P. gearbox fabrikat/spesifikasjon.) 
 

 

C.P. Propeller for C.P. Gearboxes! 
 

Some West Mekan Propeller System has a “Type 
Approval Sertificate” from DET NORSKE 
VERITAS AS. 
 

The HVP propeller system is designed and 
manufactured by West Mekan AS. We have supplied 
fishing boats, sailboats, yatches and high speed 
passenger crafts for more than 30 years. 
 

 

Tension rod is manufactured according to C.P. gearbox 
specifications. 
 

NOTE! 
West Mekan do also manufacture C.P. propeller systems 
which can be supplied without C.P. gearboxes. 
 

 
 

Tel:   (+47) 57 88 51 50 Fax: (+47) 57 88 51 51 

 
               Malakoff 3       N-6770 Nordfjordeid       NORWAY office@west-mekan.no www.west-mekan.no 

 Pop Norge AS - Hans Skibenes/Håvard Skibenes - Integrated Technology  

L2 X1 

L 

L1 

Propeller can also be made 3-bladed 
(Propell kan  også lages med 3-blad) 


